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March 10, 201I

Senator Alan Olson
chairman, Senate Energ,r and Terecommrmications commi*ee
Montana Senate
PO Box 200500
Helen4 MT 59620-0500

Re: HBz37,Revise definition of erigibh reneryabre res{}urces
Dear Senator Olson and Energy and Telecommunications Committee Members:

I am an independent, consulting Professional Engineer located in Helena. Much of my careerhas been spent in the wood proiucts and, in patti-"rrar, trru t ot"a wood industry. r currently ama member of and do work forthe westem wood Preservers Institute (wwpD;d the Treated
Y*{ council (Twc), 

leprgse.nting respgctively dre *este* and national interests of the NorthAmerican wood pre-serving industry. eiaitio.,ary, r * . -umber of the westernEnvironmental Trade Association (\[rETA) and an officer in the Ivlontana society of Engineers.

I have long been a supporter-of utilizing biomass for energy and I commend you for supportingefforts to allow various small producerJof enerry ao* ai"*ative sources to take advantage ofbenefits available to producers of "renewable" eierry. u"irrt 
^"t"ry, 

current law includesIanguage that *rnecessarily rimits the potential *" if 
" 

,"r"gr.v of biomass; treated wood.

wood producb are treated widr preservative formulations to meet a variety of primary uses andwood species limitations. 
^For 

eiample, creosote is the primary preservative for railroad ties,pentachlorophenoljn-oil for utility poles, copper for deck rumUer, and borate for interior framingin termite or decay hazard-u 
"orr"t 

oction.'i'ollowinjprimary serrrice, diryosition may includeother secondary uses(ties used as fence posb, rot o*ipi";,-drsposal in landfills, or re'se toproduce energy' such products have 
"a"alte *".gy g;;iari equar to or bettei than greenbiomass' However, the preservative chemistries ario p-rrrmt challenges to enerry conversionthat are real, but that can be met through appropriate use of combustion or gasificationtechnologies' emission co.ntrols, and pedtild. arrr; r"gul*ion, al.ea& require tha suchfacilities obtain fuel specific emission permitsLd permit r#i"o are diligent in ensuring thatemissions will not adversely-impact neighbors or the environment. Thug the legislativeexclusion prevents beneficial reuse of a-valuable resource Jirg at the same time, causing morebiomls to be disposed in landfills where decay causes the ,elease methane, a potent climatechanging gas.

Accordingly, I request that HB 237 berevised to include the langu4ge shown below:

section 69-3-2003 Definitions (8) "Eligible renewable resource" means a facility eitherIocated within Montana or delivering rL"trl.ity from another state into Montana ... thatproduces electricity from one or,oo* of the roilo*ng *'rces:



(g) @ biomass b*{ on dedicated €,lrerry crops, animar wasres,

#g*ry:,:*1 :'f yi9 tua1 r'"- **t;;|i, n 
"ro 

residues, e*eep***

but onlv at facilities that

I recently wrote an article for the wwPI that used life rycle assessment procedures to considerthe implications of using out-of-servir" pr"r"*d woodfor energy versus landfill disposal. Eachone thousand cubic feet of preserved wood that is recycled f* 
"n"rry 

can offset approximately49 barrels of imported oil, iesulting in lower emissions of green house gases. The figure belowshows the benefit clearry. a .opyir*ri, report is atached for your reference.
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The potential benefits of using preserved Tod following primary service for energy should notbe excluded unnecessarily by legislation. Potential projects utilizing treated qood as biomassfuel should not be sbpped uy raw before even being given u iui, h"oing. The existing airemissions permitting.proce-ss effectively prevents unsafe or inappropriate uses. I encourage youto make this simple, logical revision to"Montana law.

Sincerely,

Stephen T. Smith, p.E.
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SummarY RePort
End-of-Life Management of Preserved Wood

The Case for Reuse for EnergY
November 2AIA

Woo<i pro<iucts are treated with it'ood preservatives to extend their service iives in weather-

e"poseb or wet environments, or in environments subject to microbial and insect attack.

Priservatives allow products that would otherwise fail within months or years to last from

decades to nearly u ientory. A preserved wood product's service lit'e continues until the product,

or the structure in which it is a par! must be replaced, Outdoor decking may have a service life
ii- nr.f * :O 1'**r, utilitv poles from 152 to nearly 100 vears, and railroad ties from 103 to 60

years. Service lite depnds on factors including the exposure environmen! applied loads,

product quality, mainienance, and user preferences. Most carbon in the preserved wood product

is stored it least until the end of its service life. Followrng primary sewice, some preserved
,*ood products can be reused in less demanding applications, such as poles being used for
fencing, thereby further extending their service lives. Eventually all presewed wood producls

must bL r"*uu",l. End-ul:lilb managcmeni opiions lbr ihose remuvcti preservctl rvood producis

generally include abandonment at use sites, disposal in non-hazardous landfills, or reuse as an

energy source.

Wood preservatives are approved for use by the United States Environmental Protection Agency

{EPA). 'l'he h,PA has alloweil end users of such products to make end-of:life management

ciecisions for preserved wood products without hazar<ious waste restrictions' The end-of-life
disposition option chosen has environmental implications, and environmental improvement

opportunitirJ*" available through the proper management of preserved wood at the end of life.

This paper summarizes the energy and greenhouse gas (GHG) ramifications of end-of-life
management optionsa

The cradle-to-grave life cycle of preserved wood products is similar to other wood products and

agricultural products. Seeds sprout and grow using photosynthesis to extract carbon dioxide
(aor) from the afinosphere to create hydrocarbon mass; the mature tree is harvested and

converted through manufacturing processes into useful products, which serve their desired

function; and then end-of-life disposition options result in some of the embodied carbon being

returned ia the atmosphere and some being sequestered in long-term ihundreds of years) storage'

Instead of "ashes to ashes," the cycle is COz to COz.

I Typicaliy a resuit of home improvements that result in deck rernoval and not due ro product faiiure.
? Typical!;,' a resalt of road widcning pro.iects and not product failure.
I Typically a result of track realignment and not prorJuct failure.
u C,rrrrpiri* cvaluaiion tty Srniih, S.T. and Bolin, C.A. 20i0 ellLiilcJ End ofl-iic M:utagcrnerrl oiTreaied Wrxxi is

available on the WWPI website at www.wwpinstitute-ors.
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on average, dry wood mass is approximately 48%carbon. Each cubic foot of rvood containsappro'timat'ely 15 pouttds of carbon represenl.ing 55 pountts of carbon dioxide removed from theatiiosphere.

Estimated annual preserved wogd production in the u.S. is approximately 640,000 Mcf (lMcf :1'000 cubic feet)s'. Annual production volumes by preservative type are estimated to be g7,000
Mcf for creosote, 32,000 uirror oil-bome treatments, and 520,000 Mcf for rvater-borne

:ffAt# 
In addition, approximately 2,400 Mcf of lumber andplywood is protected with fire

According to UsEPA't ll:11 Compilation of Air Pollutant Emission Factors, wood has a fuelvalue of approximatery 9,000 BTU per pound of dry l"rro -Jrtu;ffiffi*oa mass. Theeffective heat value is reduced by the amount of r,vater in the wood since water must beevaporated and heated to exhaust gas temperature in a combustion process. tvtoisture content forwood is traditionally stated on a dfu-wood basis, which is equar to the weight of water divided bvthe dry weight of wgo!.^ Green sapwood.biomass typicalry contains approximatetfi,io"*il#''moisture or more' At 100 percent (meaning on" p# water for each part dry wood mass), thecontained heat is approximately 4,300 BTU per pound and the effective heit content (afterheating and evaJnratils 
the *"t"t) of wood hr"t'i, approximate ly 3,2aaBTIJ per pound. tJsedpresen'ed wood is typically drier than "green" rvood. while it can vary greatly depending on itsprevi''ius use and storage c$nditions, thCmoisture gcrntent is typically at-rout 20 percent. wrudfuel at this moisture content has effective heat value oiupp-*irn ately 7,2008TU per pound.

Based on AquAeTer's representative model, including a mix of wood species, woodpreservatives either h11e no impact or add to the heat-value when used as fuel. The heat value ofwood products typicaiiy prcscn'cd with r.v'atcr-bornc and oil-bomc pr"..ruuiiucs is approximatcly7'aa0 BTUrpound a1d foi creosote preserved hardrvood is approximately g,000 BTUrpound. Aspart of the end-of-life management assessment, AquAeTer prepared a simplified cradle-to-gravelife cycle inventory (LCD to model end-of-life alternative, io, prrr.*ed wood. The end-of-lifescenarios are summarized in Table l.
'l'able I - ftlnd-nf-l .ifs S,.--.,-r,.-

The total cradle-to-grave GHG balance,
Drugenlii sources rs presented in Figure

.including contributions and credits from both fossir and
1. The GHG balance is presentcd in units of pouncls of

t smith' s'T'' 2009' Economics of Treated wooo-lya in Aquatic Environments. chapter w in Book ,.Managrng

;?r#.** 
in theEnvimnment''J.J. ur.."ri K. Brooks, it;-;;.; and D. Hayward to be published by WWpI

6 vlosky' Richard P' 2009' statistical ovewiew of the u.s. wood preserving Industry: 200?. Febru ary 16,2ffi9.



CO2-equivalent perMcf of preserved lvood. Salvdust and other by-products-from milling are

used tor energy, resultiirg in energy offsels. Follorving service life, each of the three disposition

scenarios are fiacked sep-arately. 
-{rc 

baseline represents approximateiy the average mix of

disposition choices cunlntly applied to the oro"tull preserved wood market. The reuse and

landfill options represent the pbssible exfiemes of choices with all preserved wood going to one

or the other dispoiitioo options so that differences can be highlighted. The reduction in CHC

emissions associated *ith r.ur" of preserved wood for energy amounts to approximately 70,000

pounds of CC)2-eq. grer Mcf of preserved wood, compared tJa reduction of approximately 10,000

pounds under theiandfrll scenario. The difference between the two options is highlighted by the

arrow on the right side ofFigure L

b'igure I -'l'otal (Biogenic and h'ossil) GHG Balance for Preserved Wood
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All scenarios result in reduction, rather than increase, of GHG over the life cycle of a preserved

wood product. GHG accounting includes offset credits for the beneficial use of by-product bark

and sawdust for process heat and energy' production. The energy credits are 9191 and opposite

to an equal heat value that would havJbein needed from non-renewable fossil fuel use (e.g.' use

of biomass fuel in a boiler instead of natural gas use)

preservative chemicals (in preserved wood) combusted with biomass fuel need not result in

higher or more hazardous emissions in comparison to other fuels. The carbon-based

prlservatives, such as c.reosote and pentachlorophenol, are destroyed by combustion in

appropriate combustion devices. fuletals, such as copper, chromiunq arsenic, and boron, are

eifectively controlled by appropriate combustion and control equipment and operating

procedures. It is the appropriate matching of combustion conditions and equipment wirh the fuel

being used that affects emissions.

The beneficial reuse of preserved wood products as a non-fossil source of energy' following

primary service life, is currently underutilized Although many preserved wood prodncts are
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being reused for energy, such as combustion systems, kiln fuel or gasification" significantincreased marhet reuse of treatecl wood proclucts * porrrUf*.

The energy contained in 640 million cubic feet (estimated annual production) of preserved woodis equivalent to approximately 32 million banets of oil. If beneficially used, the energy wouldoffset the fossil fuel use of aiproximately 646,000 u.a. 
"iti"rn, 

or about 0.21 percent of totalU.S. fossil fuel use.

sincc thc coz cmissions llom wood, a biogcnic fucl, arc ncural rcgar<iing GHG cmissionimpacts' use of this fuel reduces GHb compared to use of equivalent amounts of fossil fuel. Theoffset to GHG associated with the full utiliiation of 640 mittion cubic feet of preserved wood isequal to the annual per capita GHG emissions orappro*imately g70,000 u.s. citizens or about0.29 percent of the U S. total GHG output.

'l'he impact on U's' landfilt capacity is large. Disposal in landfills of 640 million cubic feet ofpreserved wood equates to approximately-nine p";*"t oi;ual u.s. landfill disposal volume.
Exploiting the end-of-lifelalue of preserved wood would thus provide an expanded energysource while lorvering GHG emissions and reducing r*oriir requirements. Federal, state, andregir-rnal gr-rverllments antl agencies should *n"r-*ui" *Ji**r*ra beneficial reuse of preser.,..eiJwood following removal from service. Recommenieo actions toward this end include:

' Include preserved wood that has been removed from service within the definition of"biomass" ln any laws or regulations: ly-inrentives used to encourage use of
ffiX||;hn:mass 

at approved-or permitted arfitiw should 
"ppry "q*ny 

to-preserved

t Repeal laws that prevent or ban the use ofpreserved wood for energy.

r Do not pass laws that would regulate preserved r*'ood removed from service.


